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(i) Batch products or product codes
subject to the provisions of this sub-
part, and

(ii) Planned schedule for pressure
testing when equipment is configured
for production of products subject to
the provisions of this subpart.

(3) The notification shall provide the
information listed in paragraphs
(a)(3)(1) and (a)(3)(ii) of this section for
each process unit or affected facility
subject to the requirements in §63.1037.

(i) Process unit or affected facility
identification.

(ii) A description of the system used
to create a negative pressure in the en-
closure and the control device used to
comply with the requirements of
§63.1034 of this part.

(b) Periodic Reports. The owner or op-
erator shall report the information
specified in paragraphs (b)(1) through
(b)(8) of this section, as applicable, in
the Periodic Report specified in the
referencing subpart.

(1) For the equipment specified in
paragraphs (b)(1)(i) through (b)(1)(v) of
this section, report in a summary for-
mat by equipment type, the number of
components for which leaks were de-
tected and for valves, pumps and con-
nectors show the percent leakers, and
the total number of components mon-
itored. Also include the number of
leaking components that were not re-
paired as required by §63.1024, and for
valves and connectors, identify the
number of components that are deter-
mined by §63.1025(c)(3) to be nonrepair-
able.

(i) Valves in gas and vapor service
and in light liquid service pursuant to
§63.1025(b) and (c).

(ii) Pumps in light liquid service pur-
suant to §63.1026(b) and (c).
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(iii) Connectors in gas and vapor
service and in light liquid service pur-
suant to §63.1027(b) and (c).

(iv) Agitators in gas and vapor serv-
ice and in light liquid service pursuant
to §63.1028(c).

(V) Compressors
§63.1031(d).

(2) Where any delay of repair is uti-
lized pursuant to §63.1024(d), report
that delay of repair has occurred and
report the number of instances of delay
of repair.

(3) If applicable, report the valve sub-
grouping information specified in
§63.1025(b)(4)(iv).

(4) For pressure relief devices in gas
and vapor service pursuant to
§63.1030(b) and for compressors pursu-
ant to §63.1031(f) that are to be oper-
ated at a leak detection instrument
reading of less than 500 parts per mil-
lion, report the results of all moni-
toring to show compliance conducted
within the semiannual reporting pe-
riod.

(5) Report, if applicable, the initi-
ation of a monthly monitoring pro-
gram for valves pursuant to
§63.1025(b)(3)(1).

(6) Report, if applicable, the initi-
ation of a quality improvement pro-
gram for pumps pursuant to §63.1035.

(7) Where the alternative means of
emissions limitation for batch proc-
esses is utilized, report the information
listed in §63.1036(f).

(8) Report the information listed in
paragraph (a) of this section for the
Initial Compliance Status Report for
process units or affected facilities with
later compliance dates. Report any re-
visions to items reported in an earlier
Initial Compliance Status Report if the
method of compliance has changed
since the last report.

pursuant to

TABLE 1 TO SUBPART UU OF PART 63—BATCH PROCESSES MONITORING FREQUENCY
FOR EQUIPMENT OTHER THAN CONNECTORS

Operating time

Equivalent continuous process monitoring frequency time in use

(% of year) Monthly Quarterly Semiannually
0 to <25% Quarterly ... Annually .......ccceeveee. Annually.
25 to <50% . | Quarterly ... .. | Semiannually .. | Annually.
50 to <75% Bimonthly . | Three times . . | Semiannually.
75 to 100% Monthly Quarterly ......cccceeens Semiannually.
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